
PRODUCT SHEET
Self-Contained Compactor

Hydraulic lifting system are available either over the end or side lift.
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*Specifications subject to change without notice

Self-contained Compactor

Dimensions

MODEL/DESCRIPTION

A

overall
width

B

overall
height

C

overall
length

D

inside width
(container

-rear)

SELF PACK - 20

SELF PACK - 30

SELF PACK - 36

101”

101”

101”

102”

102”

102”

220”

258”

282”

88”

88”

88”

E

inside width
(container

-front)

85”

85”

85”

H

length
(compactor)

72”

72”

72”

I

height
(compactor)

51”

51”

51”

J

hopper length
(clear top
opening)

56”

56”

56”

K

hopper length
(clear top
opening)

44”

44”

44”

G

body length

126”

174”

198”

Specifications

MODEL/SPECS Weight Manufacturer
Rating

Volume
Displacement

per hour
Hopper
Depth

SELF PACK - 20

SELF PACK - 30

SELF PACK - 36

7,904 lb

8,720 lb

10,188 lb

1.55 C/Y

1.55 C/Y

1.58 C/Y

155/CY

155/CY

155/CY

28-1/4”

28-1/4”

28-1/4”

Ram face
Size

59-1/2” x 23”

59-1/2” x 23”

59-1/2” x 23”

Ram
Penetration

10”

10”

10”

Normal
Ram Force

42,000 lb

42,000 lb

42,000 lb

Maximum
Ram Force

52,000 lb

52,000 lb

52,000 lb

System
Pressures

1800 psi (normal)
2000 psi (max.)

1800 psi (normal)
2000 psi (max.)

1800 psi (normal)
2000 psi (max.)

MODEL/SPECS
Normal

Ram Face
Pressure

Maximum
Ram Face
Pressure

Cycle
Time Cylinder

SELF PACK - 20

SELF PACK - 30

SELF PACK - 36

33 psi

33 psi

33 psi

39 psi

39 psi

39 psi

33 sec

33 sec

(2) 4x36

(2) 4x36

Compactor
Floor

3/8”

3/8”

3/8”

Ram Face

3/8”

3/8”

3/8”

Compactor
Sides

1/4”

1/4”

1/4”

Compactor
Top Cover

12 ga.

12 ga.

12 ga.

Container
Floor

3/16”

3/16”

3/16”

Ram Guide
System

Container
Sides & Top

33 sec 2 of 4” Bore x 36” Stroke
w/ 2” chrome shaft

3/16”

3/16”

3/16”

Abrasive
Resistant Steel

Abrasive
Resistant Steel

Abrasive
Resistant Steel

Compactors are supplied with a self cleaning charge box floor.

Power Pack Unit

Pump

Reservoir

Valve

11 GPM @ 1800 RPM

22 Gal

Solenoid

Pressure Relief Valve 

Oil Sight Gauge 

Remote Power Unit

Panel Box

Standard

Standard

Key Operated, Standard

Panel Box

Controls

Cycle Control

Solenoid

Push Button

Timer

208, 230, 460 (3 phase) Single Phase, Optional

Motor

Power Unit Weight

High Torque Hyd. 10HP

535 lb Approx.

866-917-9017    |    john@americanmadedumpsters.com    |    americanmadedumpsters.com
Standard sizes and colors shown. Custom specifications and sizing available upon request.


